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Fire-proofing system – Intumescent paint 
 
Characteristics: "VIS 120 TRASPARENTE" is a solvent, polyurethane-based two-component colourless 
coating, with good waterproofing and mechanical strength. 
Application fields:  it is an anti-fire system to retard the fire reaction of wooden structures and similar 
products inside industrial and civil buildings where the fair appearance of the wooden structure is to be 
maintained.   
 
Type approval and Certifications  
 
Class 1 anti-fire paint type-certified in compliance with M.D. 6/3/1992.  
The product shall be applied at the rate of 500 g/m2 i.e. 475 µm wet film, or 200 µm dry film thickness, in 
compliance with the type approval certificate.  
 
Technical Data (related to the misture of both components) 
 
Physical state: liquid 
Thinner: for polyurethane resins 
Components: two (base + cross linking) 
Mixing ratio:   base: cross-linking agent (hardener) = 100:100 (in weight)  

mix both components (base and hardener) in equal parts according to the 1:1 
weight ratio; pouring the hardener into the base paintpot, carefully stir till the 
product becomes homogeneous. 

Pot life of the mix:   12 hours (at 20°C) 
Colour: transparent, colourless  
Brightness: matt (37 - 43 GLOSS)   

semimatt (56 - 64 GLOSS) 
lustre (80 - 90 GLOSS) 

Section factor: 950 -1050 g/l 
Solid content in weight: 40,5 – 42,5 % 
Viscosità: 15 - 21” (DIN /4, 20°C) 
Drying time: based upon the temperature and R.H.; at 20°C and natural ventilation:  

3 hours surface dry, cured after 12 - 14 hours  
Touch-up:   after 12 – 14 hours  
Supply: base in 5 and 15 kg paintpots 

hardener in 5 and 15 kg paintpots 
Storage: keep in original containers in fresh and dry room; if in sealed containers the 

product has at least one year shelf life.  
 
Application Notes 
 
Preparation of the support: this anti-fire product shall be directly applied on untreated wood; the support 
shall be carefully cleaned and dry; any dust, grease, fat, dirt or solid particles or old paint coatings shall be 
removed from the supporting surface by sand-blasting, spot facing or sanding. Preliminary treatments with 
protecting primers or wood preservers are generally compatible. 

 



 

If exotic woods or special essences must be protected, we suggest to check their suitability by a preliminary 
application test. 
Before processing highly absorbent materials (such as MDF) with the mat product, these materials should be 
protected with a film coat in lustre version and the paint cycle should then be completed with the mat version 
of the product in compliance with the indicated drying time. 
In case of doubt, don't hesitate to contact us for technical or application advice. 
Quantity to be applied: the recommended quantity to be applied  of this fire-proofing paint is defined in the 
certificates based upon the fire tests; the theoretical consumption is about 500 g/m²  
Preparation of the product: mix both components (base and hardener) in equal parts (at 1:1 weight ratio); 
after pouring the hardener into the base paintpot, carefully stir till the product becomes homogeneous. Use 
possibly the product within 8 hours and never after 12 hours from mixing and stirring. 
Dilution: the two component mix, thus prepared, is ready for use and dilution is normally not required. If 
necessary, only dilute with solvents for polyurethane resins, but don’t forget that dilution reduces the yield of 
the product. 
Application: prepare the product just before application, at 20°C, The product shall be completely used 
within 12 hours after mixing. Apply by spray-gun or brush: A typical application rate is 500 g/m² in two or 
three coats applied with at least at 6 hours interval taking care of  lightly sandpapering between the layers 
with 180-200 sandpaper. 
Don't apply  the product when it is rainy, misty or very wet weather. 
Cleaning of the equipment: only with  thinners for polyurethane-based paints, immediately after use. 
Protective coating: this product requires no protective finish; the film has excellent chemical and 
mechanical strength features also towards normal maintenance treatments. Furthermore, this intumescent 
anti-fire coating shall be left as external layer to perform its duty; since any additional layer would jeopardize 
the performance of this product when exposed to fire.  
 
Special Instructions 
 
"VIS 120 TRASPARENTE" is a hazardous product according to the Decree-law dated 14th March 2003, 
n°65. Therefore the use of this product for any job (production, handling, warehousing, transport, disposal 
and waste processing involves the presence on the work place of chemical agents classified as harmful 
according to the Decree-law dated 2nd February 2002 n. 25. 
The hazardous substances in this formulation (according to the Decree-law dated 3rd  February 1997, n° 52 
and its subsequent modifications and integrations) are indicated on the package label of the product. Please 
refer to the safety data sheet of the product for more detailed information (safety data sheet of the product, 
with 16 items), drawn in compliance with the ministry decree dated 7th  September 2002. 
 
This information is based on the most recent state of the art information, development and 
application  of our product. Since we have no influence on the application of this product, we can 
only guarantee its constant quality. 
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